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It is well known that a rotating superconductor produces a magnetic field proportional to its angular velocity. The authors conjectured earlier, that in addition to this so-called London moment, also a large gravitomagnetic field should appear to explain an apparent mass increase of Niobium Cooper-pairs. 
INTRODUCTION
A superconductor exhibits two main magnetic properties. One is to expel any magnetic field from its interior (Meissner-Ochsenfeld effect) and the second one is to produce a magnetic field (London moment) when set into rotation.
Derived from the quantization of the canonical momentum, the London moment is expressed by: 
where m * and e * are the Cooper-pair mass and charge respectively. By precisely measuring the magnetic field and the angular velocity of the superconductor, one can calculate the mass of the Cooper-pairs. This has been done for both classical and high-T c superconductors [1] [2] [3] [4] . In the experiment with the highest precision to date, Tate et al 5, 6 reported a disagreement between the theoretically predicted Cooper-pair mass in Niobium of m * /2m e = 0.999992 and her experimental value of 1.000084 (21) , where m e is the electron mass. This anomaly was actively discussed in the literature without any apparent solution [7] [8] [9] [10] .
Two of the authors proposed that in addition to the classical London moment, a gravitational analogue exists. This so-called gravitomagnetic London moment could explain the Tate measurements [11] [12] [13] . One can then replace Equ.
(1 is required, where ∆m is the difference between the measured Cooper-pair mass and its theoretical prediction. This value is many orders of magnitude higher than any classical gravitomagnetic field (e.g. B g,Earth ≅10
-14 rad.s -1 ) 14 .
In subsequent publications, the authors showed that the London moment can be interpreted as a consequence of a photon gaining mass inside the superconductor via the Higgs mechanism due to the breaking of gauge symmetry. Consequently, it was shown that the gravitomagnetic London moment has its origin in a non-zero graviton mass inside a superconductor 13 . In a follow-up paper 15 , it is shown that the graviton mass calculated from the gravitomagnetic Larmor theorem gives rise to a gravitomagnetic London moment which is within about an order of magnitude to the one predicted from Tate's measurements. We then predict a gravitomagnetic London moment of
where we can easily interpret the ratio of ∆m/m * as the ratio between the Cooper-pair mass density and the bulk density of the material.
This gravitomagnetic London moment is equivalent to a frame-dragging or Lense-Thirring field and is of great interest since gravitational effects of measurable magnitudes could be produced in a laboratory environment.
Indeed, in the past many attempts were done to find Lense-Thirring fields at the laboratory scale (e.g. Ref. 16, 17) . However, all these approaches failed and only space missions 18 such as Gravity-Probe B currently allow measurements of this prediction of general relativity. In the present paper, we describe our apparatus and report the first measurements which show strong evidence that indeed a gravitomagnetic London moment, following our motivations to explain the missing Cooper-pair mass, exists. If confirmed, this opens up new means of investigating general relativity and its consequences in the quantum world using coherent matter.
MEASUREMENT CONCEPT
An experiment was designed to measure the gravitational field induced by a non-stationary gravitomagnetic field generated by an angularly accelerated superconducting ring. By applying an angular acceleration to the ring, following the gravitational induction law 19, 20 t B g rot
a non-Newtonian gravitational field, as opposed to a Newtonian-like divergent field, is generated along the tangential direction (azimuthal plane).
Using Equ. (4) we can express the gravitational field expected at radial distance r inside the superconductor ring as
with λ L as the London penetration depth, φ the azimuthal unity vector and g is measured in units of the Earth's standard acceleration. The gravitational field, following the induction law in Equ. (5), should point in the opposite direction of the applied tangential angular acceleration. As shown in Fig. 1 , the superconductor is mounted in the middle of a large cryostat. Two types of motors (Torquemaster BNR3034 brushless server motor and a Düsterloh PMW 400 Z24 ML/MR pneumatic air motor) can drive the superconductor ring up to 6500 RPM. The speed was measured by an encoder mounted in the electric motor and an additional optical encoder, which was necessary for the air motor. By comparison between commanded and measured speeds, the maximum deviation was < 5% at speeds up to 1000 RPM and < 1% at full speed. Around the superconductor, a coil was mounted to test the influence of field trapping on our results. The accelerometers to measure the gravitational field induced by the rotating superconductor are mounted inside an evacuated chamber made out of stainless steel which acts as a Faraday cage and is directly connected by three shafts to a large structure made out of steel that is fixed to the floor and roof of the building. The sensors inside this chamber are thermally isolated from the cryogenic environment due to the evacuation of the sensor chamber and additional MLI isolation wrapped around the sensors. Only flexible tubes along the shafts (necessary to seal the cryostat) and electric wires from the sensor chamber to the upper flange establish a mechanical link between the sensor chamber and the cryostat. This system enables a very good mechanical de-coupling of the cryostat with the rotating superconductor and the accelerometers even during high rotational speeds. In order to damp the oscillations due to the rotation of the superconductor, the whole cryostat is mounted in a box filled with 1500 kg of sand (see Fig. 2 ).
EXPERIMENTAL SETUP
Within the sensor vacuum chamber, three AppliedMEMS 1500S accelerometers (radial, tangential and vertical direction) were mounted on the three measurement positions (9 in total) as shown in The accelerometers/magnetometers were read out using Keithley 2182
nanovoltmeters with a measurement rate of 10 Hz. In order to measure all acceleration positions at the same time, each sensor was connected to its own nanovoltmeter. The accelerometer sensors are connected to an electric circuit that subtracts the reference signals from the in-ring and above-ring signals in order to filter out any mechanical noise vibrations, before being fed to the nanovoltmeters. All non-transition measurements were carried out in this differential configuration to filter out any mechanical movements of the sensor chamber (e.g. tilts), especially during the gas expansion phase when rotating in the liquid nitrogen and liquid helium environment.
EXPERIMENTAL RESULTS

A. Initial Testing and Identification of External Sensor Influence
In order to reach the highest accuracy, the motor speed and acceleration were set to their limits. With the electric motor, a top speed of 6500 RPM accelerated and decelerated in 1 s could be achieved. The air motor had a lower top speed of about 4500 RPM but could accelerate and decelerate much faster by reversing the direction of the air flow.
At rest, the sensors using differential readout in vertical position had a noise level with a sigma of 5 µg and the radial and tangential sensors of about The following external sensor influences were found:
− As soon as the low-temperature bearings degraded or if the rotating axis got in resonance (usually at an angular velocity of about 400 rad.s -1 ), the resulting acoustic noise triggered a negative offset on all sensors. After continued use of a damaged bearing, offsets in the order of milli-g were observed. However, as the noise level is independent of the sense of rotation, the offsets can be clearly identified by always performing two slope measurements after each other with alternating sense of rotation.
− During the liquid helium experiments, the high rotational speeds of the superconductor triggered excessive evaporation of the liquid helium in the cryostat. This resulted in an overpressure of about 0.5 bar, which induced noise peaks on the sensors due to the connection of the outer surface of the sensor chamber with the helium gas. The problem was reduced by maintaining a distance of at least 20 cm between the rotating superconductor and the liquid helium level in the cryostat.
− Using the coil, the influence of a strong magnetic field on the accelerometers was evaluated. The test was done with the BSCCO ring at 117 K (normal conductive) and 77 K (superconductive). An oscillating magnetic field with an amplitude of 20 mT was applied and the sensor responses were evaluated. The sensor offsets were found to be linearly proportional to the applied field, at 20 mT a maximum offset of 10 µg was measured. As the maximum magnetic field from the electric motor was measured to be about 50 µT, the maximum offset for the real runs should be therefore less than 0.025 µg, which is far below the measurement threshold of the sensors (about 1 µg). Therefore, influence of magnetic fields on the results can be neglected.
A summary of the uncertainties for each component used throughout the measurements is shown in The tests showed that the facility gives reliable results within the coupling factor noise level with no measurable influence from temperatures down to 77 K.
C. Testing with Liquid Helium
YBCO
As a reference case, the YBCO sample was also tested down to liquid helium temperatures in order to evaluate any additional side effects due to the change of coolant. No changes in the gravitational field measured by all sensors during the acceleration periods were seen within the sensor's resolution, leaving again a coupling factor noise level of ±2.10 -8 s 2 . We conclude that the facility continues to give reliable low-noise measurements even during liquid helium operation.
Niobium
Next, the Niobium superconductor ring was tested again at liquid helium temperatures. Contrary to our tests at room temperature and 77 K, in this case a clear change in the tangential acceleration could be measured by the sensors. These values result in a coupling factor of about -6.6x10 -8 rad.s -2 . Unfortunately, the peaks measured are still close to the noise of the sensors (signal-to-noise ratio is about 3.3) although the accelerometers feature the lowest noise level presently available. Since the peaks are "only" 100 µg, they have previously not been observed in measurements for the classical London moment.
Nevertheless, they are 30 orders of magnitude higher than what general relativity predicts classically 13 and are therefore of great technological and scientific interest.
The acceleration fields also appear when performing a temperature transition over Niobium's critical temperature of 9.4 K while rotating as shown in Fig. 5 (left) . When the superconductor passes its critical point, a strong peak in the tangential acceleration measured by the in-ring and above-ring sensors is clearly visible. Note that no peak is visible any more at the reference tangential sensor location, which is a proof that the field is actually emitted from the superconductor itself. No peak is seen when the temperature falls below T c but the superconductor is not rotating any more. Also the direction of the peak is changing with the sense of rotation. With our measurement rate of 10 Hz, the peak of 277 µg at an angular velocity of about 550 rad.s -1 , we can estimate a lower limit (the temperature transition happened during a period of 0. Hence, our concept of analyzing the data in terms of a coupling factor as defined above makes sense. Within our sensor resolution, the effect seemed stable for temperatures up to T c similar to the classical London moment.
According to Equ. (4), we expected that the magnitude would change according to the Cooper-pair density, however, the scatter is still too high to definitely test such behavior. Moreover, the temperature measurement is done on the bottom of the superconductor. Together with the fact that during one profile the temperature changes in that point on the average about 1 K, and the tolerance of the silicon diode of 0.5 K, makes a clear identification of the Cooper-pair density slope difficult. Above T c , no effect could be seen which rules out a coupling factor up to ± 2x10 -8 s 2 as also stated above.
It is important to note that the average coupling factor for the above-ring sensor over all measurements is 90% of the in-ring sensor, a value which would be expected from a field which is expanding similar to electromagnetism. This is a clear indication that the gravitomagnetic London moment is emitted from the superconductor. The coupling factor value of -9.64x10 -8 s 2 is about a factor 13 higher than predicted from Equ. (4) and a factor of 3.8 smaller as derived from
Tate's measurements. Therefore, despite this deviation, we can conclude that our hypothesis to correct Tate's derived Cooper-pair measurement with gravitomagnetic fields is justified.
Lead
In order to investigate if the results above also appear in other low-T c superconductors, further measurements were conducted with lead. According to Equ. (4), we expected a gravitomagnetic London moment which was 84% the value from the one obtained with Niobium because its higher bulk density leads to a larger graviton mass. Indeed, the gravitomagnetic London moment was again observed on the in-ring and above-ring sensors only. Here we see again a gravitational peak in the tangential in-ring and above-ring sensors when the superconductor passes its critical temperature at 7.2 K during rotation. Note that the direction of the peak is similar to the Niobium case but with a smaller value. The fact that the peak now appears at the critical temperature of lead is also a good indication that the effects we see are no artifacts from the liquid helium but correspond to the superconductor's properties. Lead is on the average (in-and above-ring location) about 84% of the one obtained with Niobium. This is a very good fit with our Cooper-pair/bulk density ratio prediction.
CONCLUSIONS
About 250 test runs were performed with liquid helium to investigate the gravitomagnetic London moment for YBCO, Niobium and Lead. As predicted, Niobium gave the strongest accelerations in the tangential direction when it was angularly accelerated. The fact that the above-ring signals (lead and niobium)
were about 77-90% of the in-ring values is a strong indication, that we detected an acceleration field emitted from the superconductor. All mean values are about 3.3 times above the noise level. Both Niobium and Lead coupling factors are about a factor of 13 higher than predicted by theory. No effect was seen for YBCO and BSCCO, which is to be expected from our theoretical predictions even considering the offset factor of 13 (YBCO would then produce a coupling constant inside the ring of -7x10 -9 s 2 , which is well below our measurement resolution of ±2x10 -8 s 2 ). All measurements were performed by high-precision accelerometers inside an evacuated, mechanically decoupled Faraday cage. All non-transition measurements were performed in a differential setup by subtracting mechanical movements of the sensors induced by the apparatus or from ground floor noise.
Our measurements can be summarized as follows:
− An acceleration field was found to be induced by applying angular accelerations to a superconductor. The field produced is directly proportional to the applied acceleration with a correlation factor higher than 0.96. All mean values are 3.3 times above the facility noise level. We hope to have triggered enough interest to stimulate other groups to replicate our results in order to consolidate our findings regarding the experimental existence of the gravitomagnetic London moment and its major consequences. 
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